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SOCOBLADE LEP 220 & SOCOBLADE fechnical Data Sheet

LEP 220H
WIND TURBINE LEADING EDGE PROTECTION COATING
Formerly ReNew LEP 220 & ReNew LEP 220H

A HONTEK Technology

SOCOBLADE LEP 220 & SOCOBLADE LEP 220H are high-performance leading-edge protection coatings for
wind turbine blades. The rollable two-component coating can be applied on new blades as a preventive protection
or on damaged blades as a repair solution. The coating protects blades against rain, sand, hail, and other particle
erosion in a broad range of humidity environments. While broadening the flexibility for field repair work, LEP 200
& 220H can also be used for OEM applications. The topcoat color light gray matches RAL 7035.

e SOCOBLADE LEP 220 offers a pot life of about 15-25 minutes and has been used successfully in hot
and dry environments with relative humidity as low as 10%.

e SOCOBLADE LEP 220H is optimized for high-humidity environments, including offshore and
nearshore, along with rope access applications given its longer pot life of about 30-50 minutes
depending on temperature and humidity.

Advantages:

e Optimized for wind turbine field repair application:
o Broad weather conditions of application: increase productivity
o Extremely durable against rain, sand, and particle erosion: provides extended life for the wind
blade.
o Excellent aerodynamic performance (3 layers = 250um).
¢ Easy and effectively apply multi-coat solution:
o Rollable coating.
o Optimized pot life.
o Can be recoated after 20-40 minutes of drying.
o No sanding is needed between coats if the coating is applied within 24 hours.
o Basecoat and topcoat differently tinted ease visual verification.
¢ Suitable for use on all makes and models of blades.
» Three-layer system provides superior performance protection.

Sold in kit, each containing:

¢ 1 x basecoat Part A + Part B cans

1 or 2 x topcoat Part A + Part B cans
¢ 1 x can opener tool

Wooden & plastic stirring tools

1 box of 10 premium foam rollers

NOT INCLUDED: roller handle, masking tape, incubator, and personal protective equipment.
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USES

The rollable two-components coating can be applied on new blades as a preventive protection or on damaged
blades as a repair solution.

SOCOBLADE LEP 220 SOCOBLADE LEP 220H

Application recommended 10°C to 40°C / 50°F to 104°F
temperature
Appll|cfat|on recommended relative 10 % to 99 % RH 35 % t0 99 % RH
humidity
Basecoat appearance Dark gray
Drying time ready for recoat 25 to 30 min (temperature & humidity dependant) cf. application guide
Topcoat appearance Light gray (RAL 7035)
Rollable
Application 1 basecoat + 1 topcoat (~ 170 C|)er) providing high performance
1 basecoat + 2 topcoats ( ~ 250 um) providing an extra level of protection
Shelf life 1 vear
(from manufacturing date) y
Mixed pot shelf life . .
(at 20°C/68°F & 50 % RH) 15 t0 25 min 30 to 50 min
Density (mixed) 1.04
Viscosity
(Brookfield, cps at 6 rpm) 800 - 3000 cps
Solid content (mixed) About 90 % by weight
VOC (mixed) 118 g/L / 0.99 Ibs/gal
Surface coverage Each kit is designed to cover approximately 3 m2/ 32.3 sq. ft
Drying time (final coat) 12 to 16 hours (Recommended overnight)
DIRECTIONS FOR USE

Please refer to the dedicated application guide or contact your sales representative. Training is provided to ensure
proper application for optimal coating performance. Contact your sales representative for more information.

PRECAUTIONS FOR USE AND STORAGE

Always wear disposable nitrile or latex gloves, safety glasses, and equipment when handling liquid.
DO NOT use vinyl gloves.

SOCOBLADE LEP 220 and SOCOBLADE LEP 220H should be applied in well-ventilated areas.

Shelf life: 1 year from manufacturing date.

Storage: Keep Part A and Part B between 10°C and 30°C (50°F to 86°F). Part A can turn into solid in cold
conditions, keep away from frost.

Warning: Contains flammable solvent. Keep away from ignition sources.
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This technical data sheet replaces and cancels the previous one.

The above details have been compiled to the best of our knowledge. They have, however, an indicative value only and we therefore make no warranties and
assume no liability in connection with any use of this information, particularly if a third party's rights are affected by the use of our products. The above
information has been compiled based upon tests carried out by SOCOMORE. All data is subject to change as SOCOMORE deems appropriate. The data given
is not intended to substitute for any testing you must conduct in order to determine the suitability of the product for your particular purposes. Pictures are not
contractual. Please check your local legislation applicable to the use of this product. Should you need any further information please contact us.
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